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RESOLUTION #2026- 
 

A RESOLUTION OF THE BOARD OF DIRECTORS OF THE VERDE VALLEY FIRE 
DISTRICT ADOPTING THE 2024 EDITION OF THE INTERNATIONAL FIRE CODE, 
TOGETHER WITH APPENDIX CHAPTERS A THROUGH O, AS THE FIRE CODE FOR THE 
DISTRICT AND PROVIDING FOR CERTAIN ADDITIONS AND DELETIONS THERETO. 
 
WHEREAS, Verde Valley Fire District last adopted a fire code (the International Fire Code 
2018 Edition with amendments) on August 25th, 2020, Resolution #2020-08 ; and 
 
WHEREAS, Verde Valley Fire District wishes to adopt the 2024 edition of the International Fire 
Code, with amendments; and 
 
WHEREAS, Verde Valley Fire District is authorized, pursuant to A.R.S. § 48-805 to adopt a 
nationally recognized fire code and to amend or revise the adopted code; and 
 
WHEREAS, the proposed Fire Code adoption and amendments have been approved by state 
fire marshal, notice has been given to the public, and a public hearing has been held pursuant 
to A.R.S. § 48-805; and 
 
WHEREAS, ARS  48-805 subsection B, 6 states that to “Amend or revise the adopted fire 
code, including replacement of the adopted fire code with an alternative nationally recognized 
fire code, with the approval of the office of the state fire marshal and after a hearing held 
pursuant to posted and published notice as prescribed by section 48-805.02, subsection A. 
The district shall keep three copies of the adopted code, amendments and revisions on file for 
public inspection;” and 
 
WHEREAS, a Notice of Public Hearing was held after notice was published on the Verde 
Valley Fire District website at least 20 days prior to the public hearing per ARS 48-805.02 and 
three copies of the proposed Fire Code with appendices and amendments are on file and have 
been available to public inspection;  
 
THEREFORE, BE IT RESOLVED that the Board of Directors of Verde Valley Fire District 

hereby adopts the 2024 Edition of the International Fire Code (IFC) with Appendix Chapters 

A through O, as revised herein, as the Fire Code of Verde Valley Fire District; and 

 

BE IT FURTHER RESOLVED that the geographic limits referred to in sections 5704.2.9.6.1 

(geographic limits in which the storage of Class I and II liquids in above-ground tanks 

outside of buildings is prohibited), 5706.2.4.4 (geographic limits in which the storage of 
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Class I and II liquids in above-ground tanks is prohibited), 5806.2 (geographic limits in 

which the storage of flammable cryogenic fluids is prohibited), and 6104.2 (geographic 

limits in which the storage of liquefied petroleum gas is restricted for the protection of 

heavily populated or congested areas) of the 2024 International Fire Code are per the 

requirements established by Yavapai County and Town of Clarkdale; and  

 

BE IT FURTHER RESOLVED that the following revisions are hereby adopted:  

 

Section 101.1 Title is hereby amended by adding the following: 

101.1 Title. These regulations shall be known as the Fire Code of Verde Valley Fire 

District, hereinafter referred to as “this code”. 

 

Section 101.2.1 Appendices is hereby amended by adding the following:  

101.2.1 Appendices. Provisions in the appendices shall not apply unless specifically 

adopted. Appendices A through O are adopted and are considered to be part of this 

code.  

 
ADD, this is a new section. 
 
Section 104.3.1 Fees. The Division of Community Risk Management is authorized to 
develop a fee schedule in accordance with the Arizona Revised Statutes (A.R.S.) 
Chapter 5 Article 1 Section: 48-805 (B) 14. Fees shall be charged as approved by the 
District’s Governing Fire Board. The fee schedule shall be made available to the public 
and attached to this code. 
 
Fees for plan reviews shall be received by the Community Risk Management Division 
prior to the start of any plan review or construction process.  
 
Refer to Exhibit A for the Fee Schedule. 
 
Section 105.1.1 Permits Required is hereby amended by adding the following:  
105.1.1 Permits required. A property owner or owner’s authorized agent who intends to 
conduct an operation or business, or install, or modify or remove fire protection systems 
and equipment that are regulated by this code, or to cause any such work to be 
performed, shall first make application to the fire code official and obtain the required 
permit. The fire code official is authorized to waive the requirements for any permit listed 
in Sections 105.6 and 105.7.  
  

CHAPTER 2 
GENERAL DEFINITIONS 

 
Section 202 definitions are hereby amended by adding the following definition:  
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Fire Risk Analysis: An analytical process or review conducted by the fire code official 
in accordance with nationally recognized standards; such as NFPA 101; 101A; 550; 
551; or 1142; ICC IUWIC; and ISO evaluation criteria to determine minimum levels of 
fire protection requirements based upon the risk associated with the subject matter, 
where not specifically detailed in this code or when an application requesting a 
reduction or modification to this code is received.  
 
The fire code official shall take into consideration fire scenarios and their probability of 
occurrence and or potential consequences. Items to consider in the fire risk analysis 
process or review may include; distances to fire stations; available fire apparatus and 
first responders; fire protection systems; wildland interface; building and occupancy 
types; hazardous materials; water supplies; and other pertinent information detailing the 
subject matter being considered for modification or reduction of fire code prescriptions. 

CHAPTER 5 
FIRE SERVICE FEATURES 

 
ADD the following new section. 
 
Section 504.2.1 No Exit Signage. Any door, passage, or stairway that is neither an exit 
nor a way of exit access and that is located or arranged so that it is likely to be mistaken 
for an exit shall be identified by a sign that reads NO EXIT.  The NO EXIT sign shall 
consist of letters having a principal stroke of not less than 0.75 inches (19.1 mm) wide 
and at least 6 inches (152 mm) high on a contrasting background. 
 
 
Section 505.1 Address identification is hereby amended by changing and adding the 
following: 
505.1 Address identification. New and existing buildings shall have approved address 
numbers, building numbers or building identification placed in a position that is plainly 
legible and visible from the street or road fronting the property. These numbers shall 
contrast with their background. Address numbers shall be Arabic numbers or 
alphabetical letters. Numbers shall be a minimum of 6 inches high with a minimum 
stroke width of .5 inch. Larger numbers, and/or additional locations may be required by 
the fire code official to facilitate emergency response. The fire code official is authorized 
to waive the requirements for any permit listed in Sections 105.6 and 105.7.   
 
Section 505.2 Street or road signs is hereby amended by adding the following section: 
505.2.1 Road names. Street or road names shall be reviewed by the fire code official 
and to ensure that they do not duplicate or conflict with existing names within the 
jurisdictions’ dispatch center. 
 
Section 507.3: Fire Flow: Fire flow requirements for buildings or portions of buildings 
and facilities shall be determined by an approved method, Appendix B, and/or a Fire 
Risk Analysis. 
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CHAPTER 9 
FIRE PROTECTION SYSTEMS 

 
Section 901.1 Scope is hereby amended by adding the following:  The provisions of this 
Chapter shall specify where fire protection systems are required and shall apply to the 
design, installation, inspection, operation, testing, and maintenance of all fire protection 
systems. Absent specific statutory authority to the contrary, these provisions provide the 
minimum protective standards relating to fire protection systems.  The Town of 
Clarkdale has a Sprinkler Ordinance #282 dated October 11, 2005 that has been 
maintained throughout all code cycles and will be referenced in 7-1,7-2 and 7-7 Town of 
Clarkdale Amendments. 
 
Section 901.2 Construction documents is hereby amending by adding the following:  
Section 901.2 Construction Documents. The fire code official shall have the authority to 
require construction documents and calculations for all fire protection systems and to 
require permits be issued for the installation, rehabilitation, or modification of any fire 
protection system. Automatic sprinkler system plans shall be submitted bearing a review 
certification and signature of a minimum level III NICET Certified Engineering Technical 
or Arizona registrant. Fire sprinkler plans for high-piled combustible storage 
occupancies shall require a registered fire protection engineer stamp. Fire alarm system 
plans shall be submitted bearing a review certification and signature of a minimum level 
III NICET Technician or Arizona registrant. Construction documents for fire protection 
systems shall be submitted for review and approval prior to system installation. 
 
Section 901.6 Inspection, Testing and Maintenance is hereby amended to read as 
follows:  
Section 901.6 Inspection, Testing and Maintenance: Fire detection, alarm and 
extinguishing systems shall be maintained in an operative condition at all times and 
shall be replaced or repaired were defective. Non-required fire protection systems and 
equipment shall be inspected, tested, and maintained or removed.  The building owner 
shall be responsible for assuring that each fire protection system is maintained in an 
operable condition at all times per the applicable standard for that specific system.  If a 
backflow prevention assembly is installed as part of a fire sprinkler system, it shall be 
tested.  Individuals or businesses conducting inspections, testing, repair or maintenance 
of fire protection systems shall possess an appropriate valid fire protection system 
license issued by the Arizona Registrar of Contractors.  The annual backflow prevention 
assembly tests shall be performed at the same time as the annual automatic fire 
sprinkler system tests.  All work and periodic testing/maintenance shall be performed in 
accordance with the applicable standard for the fire protection system.   Non-required 
systems shall be maintained in accordance with nationally recognized standards per 
section 901.4.2.  
 
Section 901.6.3 Records is Hereby amended and to read as follows:  
 
Section 901.6.3 Records of all system inspection, tests and maintenance required by 
the referenced standards shall be maintained on the premises for a minimum of 3 years 
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and shall be made available to the fire code official upon request.  All 
individuals/businesses performing tests, maintenance, and/or repair on any fire 
protection system, shall forward itemized reports of such work to the third-party 
compliance organization used by the fire district within 30 days of the work performed.   
 
 
Exception: Single Family occupancies built according to the International Residential 

Code (IRC) not including residential care facilities as defined in Chapter 2 of the 
IFC 

 
Section 901.8.1 Removal of or tampering with appurtenances is Hereby amended and 
to read as follows:  
Section 901.8.1 Locks, gates, doors, barricades, chains, enclosures, signs, tags or 
seals which have been installed by or at the direction of the fire code official shall not be 
removed, unlocked, destroyed, tampered with or otherwise vandalized in any manner. 
Required padlocks shall only be VVFD approved padlocks unless provisions are made 
for multiple locks to be installed in tandem with an VVFD padlock. VVFD approved 
padlocks shall be installed at the direction of the fire code official.  
 
Section 903.2.1.1 Group A-1 is hereby amended by changing item 1 to read as follows:   
Section 903.2.1.1 Group A-1. An automatic sprinkler system shall be provided 
throughout stories containing Group A-1 occupancies and throughout all stories from 
the Group A-1 occupancy to and including the levels of exit discharge serving that 
occupancy where one of the following conditions exists: 
1. The fire area exceeds 5,000 square feet (464 m2).  
2. The fire area has an occupant load of 300 or more. 
3. The fire area is located on a floor other than a level of exit discharge serving such 

occupancies. 
4. The fire area contains a multiple-theater complex. 
 
Section 903.2.1.3 Group A-3 is hereby amended by changing item 1 to read as follows:  
Section 903.2.1.3 Group A-3. An automatic sprinkler system shall be provided 
throughout stories containing Group A-3 occupancies and throughout all stories from 
the Group A-3 occupancy to and including the levels of exit discharge serving that 
occupancy where one of the following conditions exists: 
1. The fire area exceeds 5,000 square feet (464 m2).  
2. The fire area has an occupant load of 300 or more.  
3. The fire area is located on a floor other than a level of exit discharge serving such 

occupancies. 
 
Section 903.2.1.4 Group A-4 is hereby amended by changing item 1 to read as follows:   
Section 903.2.1.4. An automatic sprinkler system shall be provided throughout stories 
containing Group A-4 occupancies and throughout all stories from the Group A-4 
occupancy to and including the levels of exit discharge serving that occupancy where 
one of the following conditions exists: 
1. The fire area exceeds 5,000 square feet (464 m2). 
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2. The fire area has an occupant load of 300 or more. 
3. The fire area is located on a floor other than a level of exit discharge serving such 

occupancies. 
 
Section 903.2.2 Group B is hereby amended by changing to read as follows  
Section 903.2.2 An automatic sprinkler system shall be provided throughout all buildings 
containing a Group B occupancy where one of the following conditions exist: 
1. Where a Group B fire area exceeds 5000 sq ft (464 m2) or greater. 
2. Where a Group B fire area is located more than two stories above grade. 
3. Where any of the conditions specified in 903.2.2.1 Ambulatory Care Facilities are 
present, regardless of fire area size.  
4. Where a Group B occupancy is used for, or includes, laboratory testing, research, or 
development activities as regulated by Section 903.2.2.2. 
 
Section 903.2.3 Group E is hereby amended by changing item 1 to read as follows:   
Section 903.2.3 Group E. An automatic sprinkler system shall be provided for all Group 
E occupancies as follows:   
1. Throughout all Group E fire areas greater than 5,000 square feet  (464 m2) in area. 
2. The Group E fire area is located on a floor other than a level of discharge serving 

such occupancies.  
Exception: In buildings where every classroom has not fewer that one exterior exit 
door at ground level, an automatic sprinkler system is not required in any area below 
the lowest level of exit discharge serving that area. An automatic fire sprinkler 
system is not required in any area below the lowest level of exit discharge serving 
that area. 

3.  The group E occupancy fire area has an occupant load of 300 or more. 
 
Section 903.2.4 Group F-1 is hereby amended by changing Section 903.2.4 to read as 
follows: 
Section 903.2.4 Group F. An automatic sprinkler system shall be provided throughout all 
buildings containing Group F occupancies where one of the following conditions exists: 
1.  The fire area is 5,000 square feet (464 m2). 
2.  The fire area is located more than two stories above grade. 
3.  The combined area of all Group F fire areas on all floors, including any  mezzanines, 

exceeds 5,000  square feet (464 m2). 
4.   A Group F occupancy used for the manufacture of upholstered furniture or 

mattresses exceeding 2,500 square feet. 
 
Section 903.2.6 Group I is hereby amended by changing exception 2 to read as follows: 
Section 903.2.6 Group I. An automatic sprinkler system shall be provided throughout 
buildings with a Group I fire area.  
Exceptions: 
1.  An automatic sprinkler system installed in accordance with Section 903.3.1.2 shall 

be permitted in Group I-1 Condition 1 facilities.  
2. An automatic sprinkler system is not required where Group I-4 day care facilities are 

at the level of exit discharge and where every room where care is provided has not 
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fewer than one exterior exit door and where the fire area is less than 5,000 square 
feet (464 m2).  

3.  In buildings where Group I-4 day care is provided on levels other than the level of 
exit discharge, an automatic sprinkler system in accordance with Section 903.3.1.1 
shall be installed on the entire floor where care is provided, all floors between the 
level of care and the level of exit discharge and all floors below the level of exit 
discharge other than areas classified as an open parking garage. 

 
Section 903.2.7 Group M is hereby amended by changing items 1, 2, and 3 to read as 
follows: 
Section 903.2.7 Group M. An automatic sprinkler system shall be provided throughout 
buildings containing a Group M occupancy where one of the following conditions exists: 
1.  A Group M fire area exceeds 5,000 square feet (464m2). 
2.  A Group M fire area is located more than two stories above grade plane. 
3. The combined area of all Group M fire areas on all floors, including any mezzanines, 

exceeds 5,000 square feet (464  m2). 
4.  A Group M occupancy used for the display and sale of upholstered furniture or 

mattresses exceeds 5,000 square feet (464 m2). 
 
 
 
Section 903.2.7.1 High-piled storage is hereby amended by adding the following: 
Section 903.2.7.1. High-piled storage. An automatic sprinkler system shall be provided 
as required in Chapter 32 in all buildings of Group M where storage of merchandise is in 
high-piled or rack storage arrays. The automatic fire sprinkler system shall be designed 
by a fire protection engineer.  
 
Section 903.2.8. Group R by adding an exception to Section 903.2.8.1 and 903.2.8.4: 
Section 903.2.8 Group R. An automatic sprinkler system installed in accordance with 
Section 903.3 shall be provided throughout all buildings with a Group R fire area. 
 
Section 903.2.8.1 Group R-3. An automatic sprinkler system installed in accordance 
with Section 903.3.1.3 shall be permitted in Group R-3 occupancies is only required 
within the Town of Clarkdale Ordinance #282 dated October 11, 2005. 
  
Section 903.2.8.2 Group R-4 Condition 1. An automatic sprinkler system installed in 
accordance with Section 903.3.1.3 shall be permitted in Group R-4 Condition 1 
occupancies. 
 
Section 903.2.8.3 Group R-4 Condition 2. An automatic sprinkler system installed in 
accordance with Section 903.3.1.2 shall be permitted in Group R-4 Condition 2 
occupancies.  
 
Section 903.2.8.4 Care facilities. An automatic sprinkler system installed in accordance 
with Section 903.3.1.3 shall be permitted in care facilities with five or fewer individuals in 



Page 8 of 12 

V 12.8.2021 

 

a single-family dwelling is only required within the Town of Clarkdale Ordinance #282 
dated October 11, 2005. 
  
Section 903.2.9 Group S-1 is hereby amended by changing Section 903.2.9 to read the 
following: 
Section 903.2.9 Group S-1 An automatic sprinkler system shall be provided throughout 
all buildings containing a Group S occupancy where one of the following conditions 
exists: 
1. A Group S-1 fire area exceeds 5,000 square feet (464 m2). 
2.  A Group S-1 fire area is located more than two stories above grade plane. 
3.  The combined area of all Group S fire areas on all floors, including any mezzanines, 

exceeds 5,000 square feet (464 m2). 
4.  A Group S fire area used for the storage of commercial motor vehicles where the 

fire area exceeds 5,000 square feet (464 m2). 
5.  A Group S occupancy used for the storage of upholstered furniture or mattresses 

exceeds 2,000 square feet (186 m2). 
 
Section 903.2.9.1 Repair garages is hereby amended by changing items 1, 2, and 4 to 
read as follows: 
Section 903.2.9.1 Repair garages. An automatic sprinkler system shall be provided 
throughout all buildings used as repair garages in accordance with Section 406.8 of the 
International Building Code, as shown: 
1.  Buildings having two or more stories above grade plane, including basements, with 

a fire area containing a repair garage exceeding 5,000 square feet (464 m2). 
2. Buildings not more than one story above grade plane, with a fire area  containing a 

repair garage exceeding 5,000 square feet (464 m2). 
3.  Buildings with repair garages servicing vehicles parked in basements. 
4.  A Group S fire area used for the repair of commercial motor vehicles where the fire 

area exceeds 5,000 square feet (464 m2). 
 
Section 903.2.9.2 Bulk storage of tires. Buildings and structures where the area for the 
storage of tires exceeds 20,000 cubic feet (566 m3) shall be equipped throughout with 
an automatic sprinkler system in accordance with Section 903.3.1.1. 
 
Section 903.2.10 Group S-2 enclosed parking garages is hereby amended by changing 
item 1 to read as follows: 
Section 903.2.10 Group S-2 enclosed parking garages. An automatic sprinkler system 
shall be provided throughout buildings classified as enclosed parking garages in 
accordance with Section 406.6 of the International Building Code where either of the 
following conditions exists: 
1. Where the fire area of the enclosed parking garage exceeds 5,000 square feet (464 

m2). 
2. Where the enclosed parking garage is located beneath other groups. 

Exception: Enclosed parking garages located beneath Group R-3 occupancies. 
 
Section 903.2.13 Group U is hereby amended by adding the following: 
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Section 903.2.13 Group U. An automatic sprinkler system shall be provided throughout 
all buildings containing a Group U occupancy 5,000 square feet (464 m2) or greater as 
determined by the fire code official.  
  

CHAPTER 11 
CONSTRUCTION REQUIREMENTS FOR EXISTING BUILDINGS 

 
Section 1103.5. Sprinkler systems is hereby amended by changing the following: 
Section 1103.5.1 Group A-2. An automatic sprinkler system shall be installed in 
accordance with Section 903.3.1.1 through-out existing buildings or portions thereof 
used as Group A-2 occupancies with an occupant load of 100 or more. 
 
Section 1103.5. Sprinkler systems is hereby amended by adding the following subsections: 
 
Section 1103.5.1: Group A-2. An automatic sprinkler system shall be installed 
throughout any existing buildings or portions thereof used as a Group A-2 occupancy 
with an occupant load of 100 or more in accordance with Section 903.3.1.1. For the 
purposes of this section, this requirement shall include all Group A-2 occupancies 
where alcoholic beverages are consumed. 
 
Section 1103.5.6: Building Addition. A sprinkler system is required throughout the 
building when any addition results in any one of the following conditions to exist: 
Exception: R-3 Occupancies.  

1. The fire area exceeds 5,000 square feet (464 m2).  
2. The fire area has an occupant load of 100 or more. 
3. The fire area is located on a floor other than a level of exit discharge serving such 

occupancies. 
 
Section 1103.5.7 Change of Use. A sprinkler system is required throughout the building 
when any change of use or occupancy occurs to a portion of the building to a more 
hazardous occupancy or as determined by the fire code official.  
 
Section 1103.5.8 Group A-1, A-3, and A-4 Addition. A sprinkler system is required 
throughout the building when any addition to existing assembly occupancies increases 
the occupant load to more than 300. 
 
Section 1103.5.9 Group E. A sprinkler system is required throughout the building for 
Group E occupancies. 
 
Section 1103.5.10 Group R-4 Care Facilities. A sprinkler system is required throughout 
the building in a single-family residence wherein five but not more than 16 persons 
receive care.  
 
Section 1103.5.11 Fire Wall Breech.  A sprinkler system is required throughout the 
building when any modification or alteration to an existing building, with a total floor area 
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of 5,000 square feet or greater, breeches or removes a required fire rated wall 
assembly.  
 
Section 1103.7 Fire Alarm Systems is hereby amended by adding the following subsections: 
Section 1103.7.7 Non-Monitored Sprinkler System.  A fire alarm system shall be 
installed throughout the building when an existing, non-monitored fire sprinkler system 
is modified by 20 or more sprinkler heads. 
 
Section 1103.7.8 Sprinkled Building Fire Alarm Requirement. An approved fire alarm 
system shall be installed in existing buildings when a fire sprinkler system is provided.  
 

CHAPTER 56 

EXPLOSIVES AND FIREWORKS 

 

Section 5601.1.3 is hereby amended by changing the following:  
Section 5601.1.3 Fireworks. The possession, manufacture, storage, sale, handling, and 
use of fireworks are prohibited.   
Exceptions:   
1.  Storage and handling of fireworks as allowed in Section 5604.   
2.  Manufacture, assembly, and testing of fireworks as allowed in Section 5605.   
3.  The use of fireworks for fireworks displays as allowed in Section 5608.   
4.  The possession, storage, sale, handling and use of specific types of Division 1.4G 

fireworks where allowed by A.R.S. Title 36, Chapter 13, Article 1 or local ordinances 
and regulations, provided that should fireworks and facilities comply with NFPA 
1124, CPSC 16 CFR Parts 1500 and 1507, and DOTn 49 CFR Parts 100 - 185, as 
applicable for consumers fireworks. 

 
Section 5601.2.4 Financial Responsibility is hereby amended by changing the following: 
Section 5601.2.4 Financial Responsibility. Before a permit is issued, as required by 
Section 5601.2, the applicant shall file with the jurisdiction a corporate surety bond in 
the principal sum of $1,000,000 or a public liability insurance policy for the same 
amount, for the purpose of the payment of all damages to persons or property that arise 
from, or are caused by, the conduct of any act authorized by the permit upon which any 
judicial judgment results. The fire code official is authorized to specify a greater or 
lesser amount when, in his or her opinion, conditions at the location of use indicate a 
greater or lesser amount is required. Government entities shall be exempt from this 
bond requirement. 
 
Section 5601.2.4.1 Blasting is hereby amended by changing the following: 
Section 5601.2.4.1 Blasting. Before approval to do blasting is issued, the applicant for 
approval shall file a bond or submit a certificate of insurance in the amount of 
$1,000,000 in each case to indemnify the jurisdiction against any and all damages 
arising from permitted blasting. 
 
Section 5601.2.4.2 Fireworks Display is hereby amended by changing the following: 
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Section 561.1.4.2 Fireworks display. The permit holder shall furnish a bond or certificate 
of insurance in an amount of $1,000,000 per occurrence for the payment of all potential 
damages to a person or persons or to property by reason of the permitted display, and 
arising from any acts of the permit holder, the agent, employees or subcontractors to 
indemnify the jurisdiction against any and all damages arising from permitted fireworks 
displays. The fire code official is authorized to specify a greater or lesser amount when, 
in their opinion, conditions indicate a greater or lesser amount is required.  
 

APPENDICES 
A: Board of Appeals.  

Section A101.3 Membership is hereby changed to read as follows: 

Section A101.3 Membership. The membership of the board shall consist of five 

voting members that have the qualifications established by this section,. and reside 

within the boundaries of Verde Valley Fire District. In the event that it is not practical 

to find members as required by this section, The Fire Code official reserves the 

right to relax the qualifications as to create a valid professional board to serve this 

jurisdiction. Members shall be nominated by the fire code official or the chief 

administrative officer of the jurisdiction, subject to confirmation by a majority vote of 

the governing body. Members shall serve without remuneration or compensation. 

 

Section A101.3.8 Removal from Office is hereby changed to read as follows: 

Section A101.3.3 Removal from Office. Members shall be removed from office only 

for cause. Continued absence of any member from regular meetings of the board 

shall, at the discretion of the applicable governing body, render any such member 

liable to immediate removal from office. 

 

B:  Fire-Flow Requirements for Buildings.  

Table B105.1 Minimum Required Fire Flow and Flow Duration for Buildings is 

hereby amended by adding the following:   

Footnote c: In special circumstances, where the public or private water utility or 

rural water supply will not provide the required 1,500 gpm, the fire code official may 

accept a lesser amount. This amount shall never be less than 1,000 gpm. 

 

D:  Fire Apparatus Access Roads.  

  Section D103.2 Grade is hereby amended by changing the following:   

Section D103.2 Grade Fire apparatus access road grades and surface treatments 

shall be as follows:   

• Road grades from 0% up to and including 6% shall have a minimum surface of 4” 

of compacted 95% AB. 

• Road grades over 6% up to and including 12% shall have an asphalt surface. 

• Road grades over 12% up to and including 15% shall have a concrete surface. 
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• Road grades exceeding 15% shall not be permitted.  

 

Section D103.3 Turning Radius is hereby amended by changing the following:  

 

Section D103.3 Turning Radius. The minimum turning radius shall be 33’ inside and 

55’ outside diameter for all fire department access roads and parking lots.*In 

Certain Cases, Where topography or other constraints are present, The Fire 

Marshal may approve a turn radius of less than 33’ inside and 55’ outside, but in no 

case shall the turn radius be less than 25’ inside and 45' outside. 

 

BE IT FURTHER RESOLVED that if any section, subsection, sentence, clause or phrase of 

this resolution is for any reason held to be unconstitutional; such decision shall not affect 

the validity of the remaining portions of this resolution; and 

 

BE IT FURTHER RESOLVED that this resolution and the rules, regulations, provisions, 

amendments, requirements, orders and matters established and adopted hereby shall take 

effect and be in full force from and after the date of the adoption of this resolution. 

 

PASSED AND ADOPTED by the Board of Directors of the Verde Valley Fire District, 

Cottonwood, Arizona on this ____ day of ______________. 

 
 
_____________________________________ 
  Coleen Gilboy, Board Chairman 
 
 
ATTEST: 
 
 
_____________________________________  
  Don Peck, Board Clerk 
  

 
 

 

 

 
 


